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Visual Guidance for User Placement in
Avatar-Mediated Telepresence Between

Dissimilar Spaces
Dongseok Yang , Jiho Kang , Taehei Kim , and Sung-Hee Lee , Member, IEEE

Abstract—Rapid advances in technology gradually realize im-
mersive mixed-reality (MR) telepresence between distant spaces.
This paper presents a novel visual guidance system for avatar-
mediated telepresence, directing users to optimal placements that
facilitate the clear transfer of gaze and pointing contexts through
remote avatars in dissimilar spaces, where the spatial relationship
between the remote avatar and the interaction targets may differ
from that of the local user. Representing the spatial relationship
between the user/avatar and interaction targets with angle-based
interaction features, we assign recommendation scores of sampled
local placements as their maximum feature similarity with remote
placements. These scores are visualized as color-coded 2D sectors
to inform the users of better placements for interaction with se-
lected targets. In addition, virtual objects of the remote space are
overlapped with the local space for the user to better understand
the recommendations. We examine whether the proposed score
measure agrees with the actual user perception of the partner’s
interaction context and find a score threshold for recommendation
through user experiments in virtual reality (VR). A subsequent
user study in VR investigates the effectiveness and perceptual
overload of different combinations of visualizations. Finally, we
conduct a user study in an MR telepresence scenario to evaluate
the effectiveness of our method in real-world applications.

Index Terms—Mixed reality, telepresence, virtual avatar,
visualization.

I. INTRODUCTION

TO REALIZE seamless interaction between people in re-
mote spaces, researchers have developed various telepres-

ence approaches based on video, virtual reality (VR), and mixed
reality (MR) [1]. Among them, avatar-mediated MR telepres-
ence has a prominent advantage that allows users to interact
with physical objects in the local space while communicating
with remote space users through virtual avatars.

As two physical spaces involved in telepresence may vary
significantly in their shape and layout, a remote avatar should
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move adaptively to match the remote space’s shape and objects
in order to correctly convey the meaning of its user’s motion
taken in the local space. However, creating adaptive motions for
avatars is a highly challenging task. First, accurate inference of
the meaning of a user’s motion is difficult only with observable
information, such as video data, unless the user confirms their
intention. Given information on the user’s motion semantics,
the avatar needs to be placed and animated to preserve the
meaning with respect to the remote space; the diversity of size,
shape, and object layout of real spaces makes the problem more
complex.

A straightforward way to avoid this challenge would be to
restrict the user to be placed where a direct copy of the user’s
placement and motion into the avatar allows seamless interaction
between remote users. For this, researchers have developed
methods to find empty areas that can be shared by two spaces
(e.g., [2]). This approach, however, excludes areas occupied by
objects from the telepresence area, reducing the size of available
space for interaction. An approach to alleviate this limitation is to
allow the user to utilize the entire space and place their remote
avatar in the location that best preserves the meaning of the
user’s placement (e.g., [3]). Our study follows this approach;
specifically, we put emphasis on preserving the local user’s
interaction context for avatar placement. Here, the interaction
context refers to a user’s action on the target objects, dubbed
interaction targets, that the user is interacting with.

In this paper, we propose a novel practical approach to en-
hance the quality of avatar placement, which is to recommend
good placements (position and orientation) for the local user that
will result in high-quality avatar placements for preserving the
user’s interaction context.

Our method is motivated by the fact that for each placement
of a user in a given space, the quality of the corresponding place-
ment of the avatar may be different. For example, in Fig. 2, user
placements X1 and X2 are both appropriate for interacting with
the screen. However,X1 allows avatar placementX ′1 that exactly
maintain the spatial relationship between the user (or avatar) and
the screen whileX2 cannot. Therefore,X1 is more advantageous
than X2 in terms of maintaining the spatial relationship. Since
the user cannot see the remote space where the avatar is present,
it is difficult to predict the quality of the avatar placement that
their placement will bring without additional information. To
solve this, our method visualizes and presents the quality of
avatar placement to the user for each candidate user placement.

1077-2626 © 2024 IEEE. Personal use is permitted, but republication/redistribution requires IEEE permission.
See https://www.ieee.org/publications/rights/index.html for more information.

Authorized licensed use limited to: Korea Advanced Inst of Science & Tech - KAIST. Downloaded on November 20,2024 at 06:47:33 UTC from IEEE Xplore.  Restrictions apply. 

https://orcid.org/0000-0002-4696-3465
https://orcid.org/0000-0001-9766-939X
https://orcid.org/0000-0002-4357-0420
https://orcid.org/0000-0001-6604-4709
mailto:dsyang@kaist.ac.kr
mailto:jhkang0408@kaist.ac.kr
mailto:hayleyy321@kaist.ac.kr
mailto:sunghee.lee@kaist.ac.kr
https://doi.org/10.1109/TVCG.2024.3354256


YANG et al.: VISUAL GUIDANCE FOR USER PLACEMENT IN AVATAR-MEDIATED TELEPRESENCE BETWEEN DISSIMILAR SPACES 7559

Fig. 1. User egocentric (left) and room perspective (right) views of space A (user X) and space B (user Y) in our MR telepresence system. Virtual avatars X’
and Y’ appear in remote spaces (space B for X’, space A for Y’) to represent user X and Y, respectively. When user X selects interaction targets (TV and Y’ in
this example) to interact with, our system provides visual guidance, color-coded sectors on the floor, and transparent 3D models of the remote space, to assist X
in selecting his placement that will allow for his avatar X’ to be appropriately placed to interact with the remote corresponding targets (TV and user Y in space
B). After X arrives at his selected placement, our system places avatar X’ at an optimal location that best corresponds to user X’s placement in space A, allowing
bidirectional interaction between X and Y through their avatars.

Fig. 2. Example placement problem in MR telepresence between dissimilar
spaces. In space A, both placements X1 and X2 suitably accommodate the
interaction between the user and the target object (screen). However, their
corresponding avatar placements that have the identical spatial relation between
the avatar and the target object show that X ′2 is inappropriate due to the collision
with a table, making X1 a better placement than X2. However, the users
cannot predict the quality of the avatar placement that their placement will
bring without additional information. This limitation emphasizes the need for
supplementary guidance to enhance users’ understanding and decision-making
processes concerning avatar placement in MR telepresence scenarios. .

Fig. 1 shows the screenshots of our prototype MR telepresence
system. When a user selects the desired interaction targets,
our method computes the quality of avatar placement, called
recommendation score, of sampled local placements and visu-
alizes the scores with color-coded sectors on the floor to guide
users to select an appropriate destination to interact with the
desired targets (Fig. 1, left). Our method includes an additional
presentation of transparent 3D models of remote space. After a
user confirms their arrival at a desired placement with an input

device, our method places the remote avatar at the corresponding
remote placement (male avatar in Fig. 1, right).

To the best of our knowledge, this study is the first to pro-
vide visual guidance for better remote avatar placement in a
bidirectional MR telepresence environment. Our approach is
thoroughly validated through two user studies in a VR system
simulating telepresence situations. Furthermore, we conduct
a user study in an MR telepresence scenario to validate the
effectiveness of visual guidance in practice.

Among various scenarios, we focus on a remote conference
of two users in public meeting rooms or private rooms. We
assume one-to-one preregistered correspondence between inter-
action target objects in both spaces (e.g., screens in two spaces
correspond to each other). A virtual avatar mimics the motion
of its corresponding user (synchronous avatar) and only its 2D
position and orientation are controlled by our method. The range
of interactions is narrowed to gaze and pointing gestures, which
are primary non-verbal communications during a conference.

In summary, the main contributions of this paper are as
follows:

� Visualization methods to guide a local user to placements
whose avatar at the corresponding remote placements can
well preserve the interaction context of the user, thereby
enabling the remote user to correctly understand the local
user’s interaction context through the avatar’s synchronous
motion.

� User experiments in VR and quantitative studies to validate
that the proposed score measure is consistent with user
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perception of interaction context preservation, and visual
guidance successfully drives users to select recommended
placements.

� A user experiment in MR telepresence environment and
analysis to assess the effectiveness of our visual guidance
and avatar placement method in the target application
scenario.

II. RELATED WORK

This section discusses previous studies on remote telepres-
ence systems and visualizations in MR, which are the main
focuses of this paper.

A. Telepresence Systems

Early telepresence research developed methods for visualiz-
ing remote users or surrounding objects in the local space using
projection, display, and 3D capture technologies. Maimone et al.
proposed a proof-of-concept telepresence system that realized
real-time 3D scene capture and head-tracked stereo view using
multiple RGB-d cameras [4] and elaborated the system with a
customized see-through head-worn display and a projector that
merges the remote user’s visual information into the user’s local
environment [5]. Steed et al. [6] introduced a system that invites
remote users to the local physical destination. Remote visitors
wear motion tracking suits and their movements are transmitted
to animate avatars in the local space. Surround cameras in the
local system capture image of the local destination and send
it back to the remote space to be rendered in visitor’s HMDs.
Beck et al. [7] reconstructed virtual images of two remote groups
of people from depth images to a shared virtual world with a
projection-based method. A novel concept of the cylindrical
display was proposed by Pan et al. [8], allowing the users to
correctly perceive remote user’s gaze direction and eye contact;
such non-verbal cues play an important role in face-to-face
interactions but are frequently lost in 2D planar displays. As
the real-time spatial capture and reconstruction became possible
with a single HMD, researchers developed an end-to-end MR
telepresence system [9] that reconstructs volumetric meshes of
remote objects and users in the local space. The straightforward
capture-and-reconstruct approach does not consider dissimilar-
ity between remote spaces, but the spatial dissimilarity makes it
challenging to convey the user’s intention correctly. Addressing
this problem, researchers proposed methods to define a valid
area for interaction. Lehment et al. [10] optimized the alignment
between two remote rooms to form a consensus space with the
maximum common features.

Another area of research focuses on Avatar-mediated telepres-
ence which enables user embodiment [11], in contrast to RGB-d
replication-based systems. In Avatar-mediated telepresence, a
crucial aspect is determining the appropriate placement of the
remote avatar to effectively convey the user’s context to partners
in the remote space. Room2Room [12] introduced a heuristic
scheme to determine the ideal placement of a remote avatar
that corresponds to the local user seating or standing. Yoon et
al. [3] developed a deep neural network trained with placement
data obtained from a user experiment to compute the remote

placement that best preserves the geometric relation between the
local user and their surrounding objects. These studies still have
limitations since they do not consider the follow-up interpersonal
and human-object interactions. On the other hand, our visual
guidance recommends local placements according to the degree
of preserving gaze and pointing context.

Several recent studies focused on various techniques to sup-
port MR-based remote collaboration. Piumsomboon et al. [13]
presented Mini-Me, a size-adjustable avatar that transforms
its scale and orientation to adapt to the remote user’s field
of view (FOV) while maintaining the local user’s gaze and
gesture. Kumaravel et al. [14] proposed Loki, a bi-directional
MR telepresence system with user interfaces of VR/AR view
switching, 2D video, and hologlyph. Young et al. [15] provided
the users with a panoramic representation of surroundings and
rendered the current FoV and hands of the remote user. While
these methods assume the use of a shared space or interaction
in only one space, our system allows users to simultaneously
utilize the two spaces. This is particularly important considering
real-world spaces, which typically lack a dedicated XR space
without furniture. The concept of Partially Blended Realities
by Grønbæk et al. [16] addresses a problem akin to ours. While
their approach involves selective alignment of two remote spaces
according to a single target object, our method supports multiple
interaction targets and recommends suitable user placements for
interaction.

B. Visualizations in Mixed Reality

Giving visual cues for effective communication in MR has
been researched since the emergence of the technology. Early
works focused on improving user performance in a specific
task by drawing user attention with simple visual cues and
annotations [17], [18], [19], [20], [21], [22] or even with a
digital copy of physical objects [23]. These studies increased
the user’s competence and proved the potential of MR visu-
alizations. However, these systems do not explicitly consider
remote collaboration in MR. Moreover, as Ishii et al. [24] pointed
out, such 2D annotations are not suitable for MR environments
where users have free access to both the physical and the virtual
contents.

Since gaze and pointing are essential to understanding user
interaction context and thus critical for immersive MR telep-
resence collaboration, many works focused on sharing the in-
formation by providing visual cues. Gupta et al. [25] studied
visualization of the remote helper’s gaze and pointing in the local
worker’s live HMD view. They compared different conditions
of visualizing the remote user’s pointing and gazing to the local
user building given structures with LEGO blocks. The experi-
ment showed that providing both cues helped users understand
each other, significantly increasing the sense of co-presence.
Piumsomboon et al. [26] investigated the embodiment of the
avatar representation with the head and hands. In addition, they
found that visualizing the virtual boundary of FoV enhances
communication during MR collaboration. As follow-up research
on the effects of visual cues, they compared combinations of
visual cues, including FOV frustum, eye-gaze ray, and head-gaze
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ray [27]. They designed symmetric searching and asymmetric
placing tasks of virtual blocks in a shared space of one physical
(AR) and one virtual (VR) setup. The mixture of FOV frustum
and the head-gaze ray was found to bring the highest task
performance and preference. Bai et al. [28] implemented a 3D
panorama-based MR collaboration system and conducted a user
study to investigate the effect of adding hand gesture cues on
context understanding and co-presence. They experimentally
proved that the combined cues of gaze and gesture deliver spatial
actions significantly better than the gaze cue alone. Despite their
observations on the effects of visualizations in MR collabora-
tion, these studies suppose the MR system of relocating remote
users to the local user’s space.

Recent technical progress, such as spatial capture and real-
time tracking, allowed researchers to introduce novel visualiza-
tion methods for collaboration in a bidirectional MR environ-
ment. Several studies captured the remote space in real-time
and reconstructed them as point clouds [14] or 3D meshes [9]
in the local space. Chenechal et al. [29] introduced virtual arms
of the remote expert as interactive guiding tools for the local
user during collaborative work. Gurevich et al. [30] proposed a
hands-free remote AR projection system consisting of two cam-
eras on the teleoperated robotic arm to stream the local worker’s
space; the remote helper sees the physical space for effective
communication. Teo et al. [31] developed a hybrid system of
360 panorama video and reconstructed 3D scenes and compared
the two methods through a user study. Participants reported that
panorama view is better for figuring out the partner’s attention
while the reconstructed scene is better for performing given
tasks.

While previous studies dealt with visualizing remote space
itself and user interfaces allowing easy annotation and manipu-
lation, we focus on modeling processed information of recom-
mendation scores of local placements and visualizing them to
support clear communication between distant users.

III. METHOD

The purpose of our system is to achieve a clear transfer of
the user’s interaction context to the corresponding avatar in the
remote space. Since our method is used before users take action,
interaction targets (the target objects for gaze and pointing) are
manually set by user input. Then, our system computes and
visualizes the recommendation scores of local placements as
shown in the left of Fig. 1. The visual guidance encourages
the users to move to a better placement such that their avatars
can be located to preserve the user’s interaction context for
the selected targets – For each sampled local placement for
visual guidance, our system computes the optimal corresponding
placement (OCP for short), the corresponding remote placement
that best preserves the interaction context of the local placement
and the associated recommendation score. After the user arrives
at a desired placement, our method places the remote avatar
at its OCP; the right images of Fig. 1 show the remote avatar
placed at the OCP. Our method deals with both interpersonal
and human-object relations; for our experiments, the screen and
the other user’s avatar can be chosen as interaction targets.

Fig. 3. Four angles that build the interaction feature between a source object
(a user, s) and a target object (a screen, t). Green rectangles on objects represent
the bounding boxes for defining endpoints.

A. Interaction Feature

We start with formulating the feature of the placement with
respect to the interaction context, which will be used as a
measure for placing the avatar.

Recent studies on Collaborative Virtual Environments
(CVEs) [32], [33] found that the observer’s viewpoint from the
target affects the accuracy of understanding of the other users’
gestures in a shared virtual space. Different from those works in
CVEs, our system is designed for MR collaboration between
two distant real spaces. However, we still share the goal of
increasing the accuracy of interpreting gaze and gesture when
the user can only observe the other user’s avatar. To achieve this,
we hypothesize that the spatial relationship between the user and
interaction targets of the local space should be preserved as much
as possible for the corresponding targets in the remote space.

For this, we first define the interaction feature � that repre-
sents the spatial relation between a source object s and a target
object t as follows:

� = [φR
s→t, φ

L
s→t, φ

R
t→s, φ

L
t→s], −π < φ ≤ π, (1)

where φR
s→t denotes the angle between the frontal direction

of s to the right end of t. Given the placements (2D position
and orientation) of the source and target qs = (xs, ys, θs), qt =
(xt, yt, θt), and their right/left endpoints (xR

s , y
R
s ) / (xL

s , y
L
s ),

(xR
t , y

R
t ) / (xL

t , y
L
t ), the interaction feature is calculated as

� = [atan2(yRt − ys, x
R
t − xs)− θs,

atan2(yLt − ys, x
L
t − xs)− θs,

atan2(yRs − yt, x
R
s − xt)− θt,

atan2(yLs − yt, x
L
s, − xt)− θt].

Fig. 3 shows an example interaction feature between a user
and a screen. Note that we also consider the angles from t to s
to preserve the direction from t to s.

By using four angle attributes between two objects, the inter-
action feature implicitly accounts for the distance between two
objects, not just the directions. For example, in Fig. 4(a), s1 and
s2 are in the same direction from t, but their interaction features
�1 and �2 are different; φR

s1→t, φ
L
s1→t, and φL

t→s1
are larger

thanφR
s2→t,φ

L
s2→t, andφL

t→s2
, respectively, andφR

t→s1
is smaller
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Fig. 4. (a) Interactions features for two placements with the same direction
but different distance from the target (xt, yt). (b) Two placements with the same
features �s→t for targets with different sizes.

Fig. 5. Feature similarities of sample placements of the avatar X’, shown as
arrows. The interaction target is set as Y for X’, and Y’ for X. The green color
corresponds to a similarity of 1.00, and the smaller the similarity, the closer the
color is to black.

than φR
t→s2

. Since we use only angles to define the interaction
feature without using distance, preserving the interaction fea-
tures for targets with different sizes in two distant spaces means
that the interaction targets take the same position and size in
the egocentric visions of the user and the avatar as shown in
Fig. 4(b).

The feature vector of an interaction between the source and n
interaction targets is defined as a concatenation of the interaction
features for each target, � = [�i]ni=1.

As the avatar mirrors the user motion, we hypothesize that
sharing the same interaction feature between a local user and
their remote avatar allows effective remote communication; a
remote partner can fully understand the local user’s intention on
targets (interaction context) only by observing the behavior of
local user’s avatar. Therefore, we define the similarity between
local (a user) and remote (their avatar) interaction features as
a quantitative measure for the degree of interaction context
preserved.

Given the local placement q = (x, y, θ) and remote placement
q′ = (x′, y′, θ′), we define the interaction feature similarity as
the Gaussian kernel distance:

S(�q, �q′) = e−2||�q−�q′ ||2 . (2)

Fig. 5 shows feature similarities of sampled placements of the
local user’s avatar X’ in the remote space for a given X placement
in the local space, considering the interpersonal interaction (X-
Y’ and X’-Y). The identical placement of the avatar in the remote
space (marked with the red circle) has the highest similarity

of 1.0 and the similarity gradually decreases as the placement
deviates in angle or distance from the identity. The validity of
our interaction feature and the similarity measure is examined
in Section IV-A2.

B. Recommendation Scores

Due to the spatial discrepancy in MR telepresence, it is impos-
sible to have an identical interaction feature for local and remote
placements in many cases. Therefore, our system recommends
local placements that have a certain degree of interaction context
preservation, measured as the interaction feature similarity, or
above.

For a candidate placement q, we compute its recommendation
score rq as the maximum interaction feature similarity obtain-
able from the remote space:

rq = max
q′∈ �Q′

S(�q, �q′), (3)

where q′ is a placement in the continuous space of feasible
placements �Q′ in the remote space. Here, feasible placement
refers to a placement where the avatar can exist naturally, free
from a collision with furniture or wall.

The remote placement q′ that has the highest feature similarity
for given local placement q is defined as the OCP of q, denoted
as q∗ = (x∗, y∗, θ∗).

1) Finding Optimal Corresponding Placement: To find the
OCP q∗ as a feasible placement, we consider not only its inter-
action feature similarity but also its feasibility to accommodate
the avatar. For this, we add a collision cost and a out-of-space
cost to the objective function (3).

Collision cost: The collision cost is designed to avoid col-
lision between avatar and objects; the function is defined as a
multivariate Gaussian function with mean p′obj at the center of an
object and standard deviation determined by the object’s width
w′obj , length l′obj , and orientation θ′obj .

Ccol, q′ = e−
1
2 [p

′−p′obj ]Σ
−1[p′−p′obj ]

T
(4)

� = R�RT

R =

�
cos (θ′obj) − sin (θ′obj)
sin (θ′obj) cos (θ′obj)

�

, � =

�
(w

′
obj
2 )2 0
0 ( l

′
obj
2 )2

�

Out-of-space cost: To limit the OCP inside the remote space
during optimization, we design out-of-space cost defined as an
exponential “cliff” function along the four borders of the space
floor, in which x′c and y′c are the center coordinates of the space,
and w′ and l′ are the space’s width and length.

Cout, q′ = 3(e
2

w′ ·(|x′−x′c|−w′
2 ) + e

2
l′ ·(|y′−y′c|− l′

2 )) (5)

The OCP q∗ is obtained by the steepest descent algorithm that
iteratively updates the remote placement q′ with gradient ∇C
computed according to the condition of q′:

q′i ← q′i + γ∇C
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Fig. 6. Overview of our visual guidance. a) An example of visual guidance seen from a user’s perspective. b) A red sector represents a placement with rq lower
than the threshold (0.8). The central angle of each sector equals the interval of direction sampling (�4 for experiments). c) For placement with rq higher than the
threshold, we color the line according to rq (0.8 = yellow and 1.0 = green). d) Transparent copies of remote space objects are shown in the user space with respect
to the coordinate frames of the paired interaction targets.

∇C =

�
��

��

−dCcol,q′
dq′ if q′ in collision,

−dCout,q′
dq′ if q′ out of space,

dS
dq′ otherwise.

We determine that q′ is in collision if it intersects any predefined
bounding box of an object and q′ is out of space if it lies outside
the bounding box of the floor.

For our experiments, the step size γ = [γx′ , γy′ , γ�′ ] was set
as [0.1, 0.1, 1.0] and the maximum iteration count was set as
180. After obtaining q∗, we set the feature similarityS(�q, �q∗)
as the recommendation score rq = S(�q, �q∗) of a candidate
local space placement q.

2) Local Placement Sampling: For computational feasibil-
ity, we discretize the local space into n sample placements
and compute their recommendation scores. The system first
generates a set Q of local placement samples by grid-sampling
the space with distance and angle intervals (0.33 m and �

4 for
our experiments) to obtain Q = {qi}ni=1, qi = (pi, θi), pi =
(xi, yi). According to Strasburger’s report on the horizontal span
of human vision [34], we set visibility constraint as a horizontal
range of±�

2 from an egocentric viewpoint. Among the samples
in Q, we include only qi in a candidate sample set Q+ only if
the source qi and target are mutually visible (i.e., all the absolute
values of angle differences between the source angle and the
angles of vectors from the source position to the target position
are smaller than �

2 ). For every element qi ∈ Q+, we compute its
OCP in the remote space and the corresponding recommendation
score.

C. Visual Guidance

To visualize the scores to the user, we propose to use 2D
colored sectors. In addition, 3D transparent models of the remote
space objects are overlapped on the local space to provide a hint
of the remote space layout. The main goal of the visual guidance
is to influence the users to choose a better local placement so that
the avatar placed at the OCP can effectively deliver the user’s
interaction context to the other user. In practice, our system
provides visual guidance when interaction targets are specified
by user input. Given the information, users can freely move to the
placement of their choice for interaction and place their remote
avatar at OCP.

2D Sectors: Fig. 6(b) and (c) show images of 2D sectors in
the top view. Each placement q = (x, y, θ) ∈ Q+ is represented
as a 2D cone with a central angle set to the sampling interval (�4
for experiments), located at (x, y) with a direction of θ. If the
recommendation score rq is below a threshold (0.8), we color
the entire cone red to inform the users that the placement is
inappropriate for the interaction with the assigned targets; the
threshold value is found through a user experiment as described
in Sec. IV-A2. Recommendation scores of 0.8 and 1.0 corre-
spond to the yellow and green, and the colors of in-between
scores are linearly interpolated in the HSV color space. Since
we only sample eight orientations for each position, the scores
of in-between directions are estimated by linearly interpolating
scores of two adjacent samples.

Overlapped Transparent Models: Only with sectors visual-
izing the recommendation scores of placements can the users
not understand why a specific placement is inappropriate for
interaction. Therefore, to make our visual guidance more infor-
mative, we show transparent models of the remote space objects
in the local space. Fig. 6d) shows an image of transparent remote
models. If the user selects local objects as interaction targets,
3D models of the remote corresponding objects are overlapped
with respect to the coordinate frames of the primary target. For
multiple interaction targets, we set a screen as the primary target.
Visualizing remote objects allows users to check the identical
placement in the remote space, and brings the additional benefit
of helping them choose placements that give better visibility for
the remote avatar on the remote interaction targets.

Top View: Some 2D sectors can be occluded by real furniture
and objects, and thus the users may not see the recommendations
for the entire placements. Such partial observation may restrict
the users’ movement only within visible areas. To prevent this
bias, we allow the user to optionally see a top view of the local
space with visual guidance; the top view can be enabled/disabled
by user input.

IV. EVALUATION

To evaluate the proposed recommendation score and visual
guidance, we conduct two experiments in VR. The first experi-
ment aims to examine whether the proposed score is consistent
with the users’ actual perception of the degree of interaction
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Fig. 7. Perspective view images of virtual space models. We select 4 conference rooms (Space 1-4) and 3 private rooms (Space 5-7) of different sizes and layouts
to validate the proposed method for varying spatial discrepancy between two distant spaces.

TABLE I
DETAILS OF VIRTUAL SPACE MODELS

context preserved during the remote telepresence. The second
experiment evaluates whether our visual guidance successfully
leads the users to the placements whose OCPs are appropriate for
interacting with the selected targets. Furthermore, we validate
the effectiveness of our method in a user experiment conducted
in a target MR telepresence environment, specifically in a remote
presentation scenario between distant spaces.

A. VR Experiments

We implement a VR system simulating the telepresence of
two users existing in their own spaces where each user’s avatar
is presented in the other user’s space for interaction. For a clear
explanation, we denote the local user and their avatar as X and
X’, and the remote user and their avatar as Y and Y’. Note that
X will be a remote user from Y’s point of view under our bi-
directional telepresence. For experiments, X and X’ are animated
with upper-body tracking of the user while Y and Y’ are static
models with fixed placement and idle standing pose.

1) Implementation: System. The application is implemented
in Unity3D / SteamVR platform and uses the HTC Vive Pro
set (HMD and two controllers) as a VR render and input device.
The system consists of two identical hardware setups; each setup
consists of a PC with an Intel i9 processor and an Nvidia Titan
Xp graphics card.

Virtual Character Control: The users manipulate the hand-
held controllers to move their virtual characters in the virtual
space. Viewpoint is fixed to the character head and only rotation
tracking is allowed for the HMD. Hand transformations are

obtained from controllers with respect to the tracked HMD, and
the upper-body of virtual characters is animated by an inverse
kinematics solver [35].

Spaces: Considering our target scenario of the remote confer-
ences in an MR telepresence environment, we carefully select
seven realistic space models from 3Dwarehouse [36] based on
the variety of spatial composition and furniture arrangement.
Fig. 7 and Table I provide perspective-view images of selected
models and their size and density, respectively.

2) Experiment 1: The proposed interaction feature and rec-
ommendation score are the basis for our visual guidance; we
precede Experiment 1 to verify that the score of a local place-
ment is consistent with the users’ perception of the degree of
interaction context preserved for the avatar placed at its OCP. To
consider different levels of a discrepancy between two distant
spaces, we select two pairs of conference-conference (Spaces 1
and 3) and conference-private (Spaces 4 and 7).

Participants: We recruited 16 participants (6 males / 10 fe-
males) with the age range of 25-31 (μ = 26.5, σ = 1.59) in
a local university community. All participants had experience
with VR/AR applications before.

Procedure: We predefine three relations of interpersonal,
human-object, and both; interpersonal and human-object rela-
tions correspond to X interacting with Y’ and a screen in the local
space, respectively. The range of recommendation scores to be
presented to participants is chosen to be wide as (0.5, 1.0], and
it is divided into ten groups, separated by an interval of 0.05.
A total of 60 local - remote placement samples are generated
with a combination of the space pairs, relations, and score
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Fig. 8. Percentage of user responses on the degree of interaction context
preserved for placement samples from score range groups in EXP1. The x-axis
represents similarity groups where placements are sampled, and the y-axis
represents the percentage of user responses. Each score group consists of seven
bar graphs showing the percentage of score votes (ranging from 1 to 7) received
by the sampled placements. The sum of the seven bar graphs is 100%.

TABLE II
�2 TEST RESULTS OF THE USER RESPONSES ON DEGREE OF INTERACTION

CONTEXT PRESERVED ACROSS SCORE GROUPS IN EXP1

groups. To generate a local-remote placement sample, we first
randomly place Y and then place Y’ at the OCP of Y placement,
setting the screen as the interaction target. For X and X’, we
compute recommendation scores of all valid placements of X
and randomly selected one within the target range.

Generated samples are presented to participants in a ran-
dom order, and participants are asked to check the view-
points of X (participant) and X’ (their avatar) alternately while
gazing and pointing at the given interaction targets. An im-
age of three colored shapes (triangle, rectangle, and circle)
is displayed on the screen as clear evaluation criteria, as
shown in Fig. 6a). After comparing the gaze and pointing
context from viewpoints of X and X’, participants answer a
question, ”My remote avatar placed at the remote space can
transfer the contexts of my gaze and pointing accurately” on
a 7-point Likert scale (1: Strongly Disagree - 7: Strongly
Agree).

Results and Analysis: The correlation between the recommen-
dation score and the user perception of gaze and pointing context
preservation is examined by χ2 test. Fig. 8 and Table II show the
percentages of user responses by score groups and χ2 test result,
respectively. A strong positive correlation is observed between
the recommendation score (or the similarity of a placement pair)
and the users’ perception of the interaction context preservation
(Spearman correlation= 0.602, p < .001).

To find the optimal threshold score that determines acceptable
placement for interaction, we draw Receiver Operating Char-
acteristic (ROC) curves of positive and negative placements;

Fig. 9. ROC curves of recommendation score for different relations in EXP1.

TABLE III
ROC CURVE VALUES OF RECOMMENDATION SCORE FOR DIFFERENT

RELATIONS IN EXP1

samples with user responses over scale 5 (Weakly Agree) are
labeled as positive, or otherwise, labeled as negative. Fig. 9
shows the labeled sample distribution and the ROC curve.
Table III shows the sensitivity and 1-specificity at various thresh-
old values. Samples with interpersonal relations were found to
have a higher threshold than the other relations, which presum-
ably is because the user and the avatar have the same width and
are less tolerable for divergence in viewpoints. According to the
result of the entire samples, the best threshold value found is.
799 and is rounded to. 8 to be used for further experiments.

3) Experiment 2: The purpose of our visual guidance is
to allow the users to choose the local placements where the
interaction context can be well preserved by the synchronous
motion of the remote avatar placed at the OCP. To measure
the effect of visual guidance, we measure the recommendation
scores of user-selected placements, while guided by different
combinations of visualizations. To cover the diverse combina-
tions of local-remote spaces with different levels of discrepancy
in the layout, we select 4 pairs of 2 with the same functionality
(conference-conference: 4-1, 3-2) and 2 with different func-
tionalities (conference-private: 4-5, 3-6) from spaces shown in
Fig. 7. Fig. 10 shows an example visual guidance of space
pairs with low (4-1) and high (3-6) discrepancies. While the
majority of local placements are visualized as valid (yellow
to green color-coded sectors) for the pair with similar layouts,
the number of invalid local placements (red sectors) increases
with the spatial difference intensities. In addition, we measure
the visual discomfort users felt from different combinations of
visual guidance.

Participants: We recruited 16 participants (8 males / 8 fe-
males) with the age range of 25-31 (μ = 27.3, σ = 2.25) in a

Authorized licensed use limited to: Korea Advanced Inst of Science & Tech - KAIST. Downloaded on November 20,2024 at 06:47:33 UTC from IEEE Xplore.  Restrictions apply. 



7566 IEEE TRANSACTIONS ON VISUALIZATION AND COMPUTER GRAPHICS, VOL. 30, NO. 12, DECEMBER 2024

Fig. 10. Visual guidance examples for space pairs with different levels of
discrepancy. Interaction targets are the partner’s avatar and screen in both exam-
ples. For a similar pair (top), most of the placement samples are visualized as
yellow-to-green sectors, meaning that the user has much freedom to choose good
placements. For the dissimilar pair, the majority of the samples are represented
with red sectors (bottom), informing that the interaction context can be preserved
only in a narrow area.

local university community. All participants had experience of
VR/AR applications before and did not participate in Experi-
ment 1.

Procedure: Similar to Experiment 1, we generate 64 problems
from predefined variables of 4 space pairs, 4 relations (1 inter-
personal, 1 human-object, and 2 both), and 4 combinations of
visualizations. According to the amount of information given,
we compare 4 combinations: Baseline (B) without any visual
guidance, only showing invalid (red) sectors (IV), showing both
invalid and valid sectors (IV + V), and finally transparent models
added (IV + V + Trans). The placements for Y and Y’ are
sampled in the same way as in Experiment 1. Initially, the
placement of X is randomly selected while X’ is not visualized.

Before the experiment, we take a short warm-up session
for participants to experience different visualizations and un-
derstand their meanings. Generated samples are provided in a
random order, and participants are asked to move to a place
of their choice to interact with given targets, guided by given
visualizations; participants are not requested to follow the guid-
ance. After a participant arrives at their destination, the OCP for
their local placement is computed to place their avatar, and the
score between X and X’ placements is recorded for validation.
At the end of the experiment, participants answer a question:
”Visualizations provided cause visual overload.” on a 7-point
Likert scale (1: Strongly Disagree - 7: Strongly Agree).

Results and Analysis: Fig. 11 shows the distribution of rec-
ommendation scores of the user placements from different
combinations of visualizations. We perform the Kolmogorov-
Smirnov test for the recorded scores for each visualization
combination and observe that they are not normally distributed
for all groups (p < .001). Therefore, we perform a Kruskal-
Wallis test to examine the effect of different combinations of
visualizations on interaction context by comparing the scores

Fig. 11. Distribution of recommendation scores of user-selected placements
for different combinations of visualizations in EXP2.

TABLE IV
PAIRWISE COMPARISON RESULT FOR COMBINATIONS OF VISUALIZATIONS IN

EXP2

Fig. 12. User responses on visual overload for different combinations of
visualizations in EXP2.

of the user-selected placements; we observe differences in the
distribution of the recommendation scores among combinations
of visualizations (χ2(1, N = 1024) = 63.84, p < .001). The
pairwise comparison results in Table IV show that adding visu-
alizations of invalid and valid configurations has a significant
effect on the scores of user placements (p < .001). However,
adding transparent models of remote space objects is found not
to significantly affect the scores of user-selected configuration
(p > .05).

To examine whether the proposed visual guidance causes
discomfort for users, we code user responses over a scale of
5 as positive and others as negative for ”causing visual over-
load.” Fig. 12 shows the percentages of positive and negative
samples from different combinations of visualizations. Table V
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TABLE V
�2 TEST RESULTS OF USER RESPONSES FOR VISUAL OVERLOAD ACROSS

COMBINATIONS OF VISUALIZATIONS IN EXP2

shows the Chi-square test result, and a significant correlation
was found between combinations of visualizations and visual
overload (χ2(1, N = 1024) = 82.115, p < .001). Spearman
correlation value of. 273 states that the correlation is weak
positive monotonic, which means that adding visualizations
increases the visual overload users feel.

Based on these statistical results, we observed that including
both invalid and valid placements increases the recommendation
score for the user-selected local placement when interacting with
given targets. The presence of transparent remote space objects
overlaid in the local space did not significantly affect the rec-
ommendation scores. However, we have decided to include the
entire set of visualizations (IV + V + Trans) as visual guidance
for the MR experiment, simulating real use cases. This decision
is based on our belief that including transparent remote space
objects can provide explicit information about the layout of the
remote space to the user. It is also worth mentioning that only
20% of the participants reported experiencing visual overload.

B. MR Experiment

To investigate the effect of the proposed method in the target
telepresence scenario between dissimilar spaces, we design an
MR user experiment in a remote presentation scenario. An
example demo of the MR telepresence scenario is provided in
the supplementary video.

1) Implementation: System. We implemented the MR system
based on our VR system, and used ZED-mini and ZED cameras
to display egocentric and room viewpoints, respectively. We
employed the Photon Unity APIs for multiplayer network access
and voice chat for verbal communication between the users.

Virtual Characters: Different from the VR system with only
upper-body tracking, we allow full-body tracking for the MR
system to animate the remote avatar. To record the user’s 2D
position and orientation for computing similarity for visual
guidance and avatar placement, we define the user reference
frame by projecting the pelvis tracker’s position and forward
direction vector on the ground (XZ) plane; the up-vector is fixed
to equal the world-y vector. The MR system does not require
a virtual character model for the user. However, participants go
through a calibration stage before the experiment, to adjust the
scale and tracker orientation to animate the remote avatar model.

Spaces: Fig. 13 shows perspective images of distant spaces
O and C, and their emptied versions, eO and eC. Space O is
designed as an office with open spaces in front of the screen, and
space C has a typical conference room layout with a meeting
table and multiple chairs. Identical virtual space models are
manually constructed with precise scales of the objects. As part

Fig. 13. Perspective view images of two pairs of remote spaces for the MR
experiment. The upper row shows spaces O (left) and C (right), while the lower
row displays their emptied versions, eO (left) and eC (right).

of the visual guidance, the virtual models of remote spaces are
made transparent and overlaid onto the local spaces.

2) Experiment: The primary objective of the MR experiment
is to validate the effectiveness of the proposed visual guidance
and avatar placement methods in real user scenarios. To this
end, we compared our method with the baseline method where
neither visual guidance nor optimized avatar placement is given.
In other words, participants will not see any visualization and be
placed at the same location with respect to the interaction target
in the condition baseline. In condition ours, we enabled all visual
guidance (IV + V + Trans) as well as optimized placement. To
explore the impact of the level of spatial dissimilarity on user
experience, we conduct the same experiment in space pairs of
O-C and eO-eC on different days. As so in total, all participants
experienced 2 conditions (baseline and ours) in each space pair.

Participants. We recruited 12 participants (6 male / 6 females)
with the age range between 23 and 32 (μ = 28.25, σ = 2.77)
in the local university community. All participants had MR
experience.

Procedure: The experiment is designed as a presentation
session between two distant users. In this setup, one participant
acts as the presenter in space O/eO and explains movie characters
displayed on the screen, while the other participant in space
C/eC serves as the listener. Each experiment session follows the
following order:

1) The listener selects the TV as the target and moves to
a preferred location to listen to the presentation. After
moving to the location, the listener places their avatar
using controller input.

2) The presenter selects the TV and the listener’s avatar as
the target and moves a preferred location to deliver the
presentation. After moving to the location, the presenter
places their avatar using controller input.

3) The presenter initiates the presentation while the listener
can freely interrupt with questions. The session lasts for a
total of 5 minutes.
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